SWECO ﬁ

SCOOTER PILOT

STATION LOCATION DRAFTS
13.2.2019

SWECO YMPARISTO

2222222222



SWECO ﬁ

SAMOCAT
INSTALLATION
EXAMPLE

2222222222



Samocat installation example 1/4

Specifications and Requirements
Automated storage, rent and payment station
Model: Samocat Sharing Ver. 4.0.

Specifications
Aluminum structure, 12 electromechanical scooter locks in a stainless-steel
body (scooters are purchased separately)

Materials: aluminum, steel, plastic
Dimensions:

Length (12 scooter locks): 4.1 m
Stand Height: 0.9 m

Width: 0.3 m

Weight: 140 kg

Input Power, peak: 50 W (peak, during battery charging from 8 PM to 8 AM)
Input Power, regular: 10 W
Voltage: 12 v

Requirements

To connect a station, a 3x1.5 mm cable with metal corrugated braiding (220V)
should be laid underground from the nearest light pole to the station
switchboard (left part). No concreting or drilling required.

The unilateral station consisting of 2
- modules of
*s 12locks 200x4100 mm

Registration number
declaration of conformity:

EASC Ne RU A-RU.AA81.B.13191
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Station Arrangement

(L1 iayd I

6-lock module with Stackable module
control unit (left) for 6 locks (width 1900 mm)
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\
Station Type Number of Locks Dimensions
Z2-module one-side 12 Length: 4,100 mm
Width: 200 mm

Length: 4,100 mm
Width: 200 mm
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Mounting Template Arrangement
(in-line arrangement of two or more stands)
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Mounting Template Arrangement
(side-by-side arrangement of two stands)
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Stand Preparation and Installation Procedure:

1.Prepare bores (at least 500 mm in depth, 250x250 LW per support pole).

2.In case of ground level difference, centering of the appropriate height is required.

3.Pour the cement-sand mixture (sandcrete M300]).

4.According the mounting template, deploy anchor bolts into the mixture and leave for time
prescribed by the mixture manufacturer.

5 After cement curing, demount the template.

A-A A-A
1:5 1:5 Notes:

% Anchor Bolts Arrangement Installed Stand 1.When laying the foundation for two or more stands, mounting templates must be aligned.
2 o 2.5urfaces of foundations of every single stand must be on the same level.

; | Sunporting Pipe w,,,fiﬁ&‘;;‘f,’;,, - 3.A mounting template must be brightly colored to ensure traffic safety.
7 Bolt M1GKIEDDMN 7333 4The type of anchor bolts may be changed provided that strength capacity of the new ones
] is not lower.

5 5When pouring the mixture, Construction Regulations 22.13330.2011 must be chserved
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